
Liner Hanger-Packer Combo
The liner hanger-packer combo combines the liner top packer with the liner hanger. This 
saves in manufacturing costs and significantly shortens the overall assembly.

It is run as an integral part of the liner-hanger assembly providing a reliable seal that 
isolates the annulus between the liner OD and the casing ID, preventing fluid migration or 
flow while the cement sets.

The liner hanger-packer combo is set by hydraulically setting the hanger section first. This 
will hold the liner in place, while the running tool assembly is released. Once the running 
tool assembly is released, the cement job is performed. After the cement displacement, 
weight is applied through the running tool assembly to the top of the TBR. This packs off 
the element system and energizes the hold down slips. The running tool assembly can 
now be retrieved.
 
APPLICATIONS
•	 Any liner application that doesn’t require drilldown or rotation after the hanger  

is activated

FEATURES AND BENEFITS
•	 Anti-Preset mechanism prevents the hanger section from setting before desired 

depth is reached

•	 Expandable metal backups create a metal-to-metal barrier to prevent  
element extrusion.One piece element system resistant to swabbing

•	 Evenly distributed, full circle slips help centralize the tool and prevent any  
casing damage
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PRODUCT SPECIFICATIONS
Casing Size & 

Weight
Liner Size & 

Weight
Packer/Hanger  

Max OD
Packer/Hanger

Min ID
Packer/Hanger

Thread
TBR
ID

4.500”

11.6 -13.5 ppf

3.500”

9.5 ppf
3.750” 2.760” 3.500”

Premium
3.250”

5.500”

20-23 ppf

4.000”

11 ppf
4.450” 3.360” 4.000”

Premium
4.000”

7.000”

23-26 ppf

5.500”

20 ppf
6.000” 4.695” 5.500” BTC 6.000”

7.000”

32 ppf

5.500”

23 ppf
5.880” 4.580” 5.500” BTC 5.250”


